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MC3300 ETHERNET DESK CRADLE 
 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Reliable and simple to use 
• Designed specifically for enterprise use 
• Precision design aligns the MC3300 precisely 

to the dock connectors 
• For use with brick or gun version 
• Impact resistant ABS plastic and Powder 

coated steel construction 
• One handed insertion and removal 
 
Safe, protective, power and the hand held 
• Original manufacturer electrical connectors 
• Over-voltage circuit and power conditioning 

protects dock and hand-held device  
• Electronics are all internal - No external 

dongles 
 

Configurations 
• Ethernet (single slot)– available Now 

o Utilises the known and trusted ‘Stays 
connected’  Portsmith ethernet 
technology 

o No driver need it is already included in 
the MC33, simply insert device and it 
connects 

o Speed 10/100 MHz  
 

• Charge Only ( single slot ) – available Now  
• Multi slot – on request 
• USB / RS232 – on request 
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Part Numbers 
• Single slot ethernet - part # 4140-2442 EU 

o MC3300 Ethernet Cradle 
o Wall Cube power supply with 

International pins 
o Ethernet cable 

Note PSCK-MC3300E is the US version 
 

• Single slot charge only – part # 3140-2490 
o MC3300 Charge only Cradle 
o Wall Cube power supply with 

International pins 
 
Dimensions 
Single Slot Cradles 133 mm wide x 145 mm deep x 
86 mm high without MC3300 
 
Weight  
Single Slot Ethernet 0.75 kg 
Single Slot Charge Only 0.5 kg 
 
Country of Origin 
Sweden 
 
HS Codes 
Single Slot Ethernet       - 8517 6200 
Single Slot Charge Only - 8476 3020 
 
 
Certifications  
Designed for use worldwide 
CE approved 
 

 
Contact 
Your Local Distributor or VAR 
Or email  
sales@portablepowersolutions.com 
www.portablepowersolutions.com 
 

Aleksandra Zorgiel


